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In this paper, the dilatational response of porous solids with pressure-insensitive matrix displaying
strength differential (SD) effects is investigated. To this end, micromechanical ﬁnite-element analyses of
three-dimensional unit cells are carried out. The matrix behavior is governed by the isotropic form of
Cazacu et al. (2006) criterion that accounts for SD effects through a parameter k. Simulation results are
presented for axisymmetric tensile loadings corresponding to ﬁxed values of the stress triaxiality for the
two possible values of the Lode parameter, mS. For moderate and high stress triaxialities, it is shown that
for materials for which the matrix tensile strength is larger than its compressive strength (k > 0), under
tensile loadings corresponding at mS ¼ 1 the void growth rate is much faster than in the case of tensile
loadings at mS ¼ 1. The opposite holds true for materials with matrix tensile strength lower than its
compressive strength (k < 0). This drastic difference in porosity evolution is explained by the distribution
of the local plastic strain and stresses, which are markedly different than in a von Mises material (i.e. no
SD effects of the matrix).
© 2014 Elsevier Masson SAS. All rights reserved.1. Introduction
Ductile failure in metals occurs due to the presence of defects
such as voids and microcracks (McClintock, 1968). The ability to
accurately describe the evolution of voids in a ductile metal is
essential for predicting its failure. Beginning with the pioneering
studies of Needleman (1972), Tvergaard (1981), Koplik and
Needleman (1988), micromechanical ﬁnite-element (FE) analyses
of unit cells have been used to provide fundamental understanding
of the mechanical response of porous solids (e.g. Richelsen and
Tvergaard, 1994; Zhang et al., 2001; Srivastava and Needleman,
2012; Alves et al., 2014, etc.). In all these micromechanical
studies, it was assumed that the plastic ﬂow of the matrix (void-
free material) is governed by the von Mises criterion.
Finite-element cell model calculations as well as analytical
criteria for porous solids with matrix having a different response in: þ1 850 833 9366.
served.tension and compression i.e. displaying strength differential (SD)
effects have also been proposed. For example, for the case when the
matrix obeys the DruckerePrager pressure-sensitive criterion and
associated ﬂow rule, FE calculations of the yield stresses of the
porous solid were reported by Trillat et al. (2006) while analytical
criteria were developed by Barthelemy and Dormieux (2004), Guo
et al. (2008), etc. It is to be noted that in all thesemodels, thematrix
plastic behavior is governed by a criterion that depends on the
mean stress. Therefore, plastic behavior of the matrix is accompa-
nied by volume changes.
However, fully-dense hexagonal close packed (HCP) metallic
materials display SD effects, although their plastic response is in-
dependent of mean stress (pressure-insensitive). In thesematerials,
SD effects in plastic ﬂow are related to the polarity of the plastic
deformation mechanisms (crystallographic twinning) being oper-
ational at single crystal level (see Hosford and Allen (1973), Hosford
(1993); for experimental evidence of the correlation between
deformation twinning and tension-compression asymmetry, see
Khan et al., 2011 for Mg alloy AZ31B; for Ti materials, see Nixon
et al. (2010), Gilles et al. (2011), Knezevic et al. (2013)). Concern-
ingmodeling of deformation twinning and its effects on the texture
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plasticity, the reader is referred to the seminal work of Van Houtte
and collaborators, e.g. Van Houtte et al., 1978; Leffers and Van
Houtte, 1989; Philippe et al., 1995; Coghe et al., 2012).
The fact that fully-dense metals with cubic crystal structure
display SD effects although the plastic ﬂow is pressure-insensitive
was explained by Asaro and Rice (1977) as being due to small de-
viations from the classical Schmid law.
Few studies have been devoted to the study of porous solids
with incompressible matrix displaying SD effects. Using a kine-
matic limit-analysis approach, Cazacu and Stewart (2009) devel-
oped a plastic potential for porous solids with matrix governed by
Cazacu et al. (2006) criterion that is pressure-insensitive, yet it
accounts for SD effects.
According to Cazacu et al. (2009) model for porous solids, even
very small tension-compression asymmetry of the matrix has a
strong inﬂuence on yielding and porosity evolution. In contrast to
the case when the matrix is described by the von Mises yield cri-
terion, irrespective of loading yielding of the porous solid is
strongly inﬂuenced by the third-invariant of the stress deviator, J3.
Using Cazacu and Stewart (2009) plastic potential, Revil-
Baudard and Cazacu (2013) analyzed the porosity evolution and
the location of the zone corresponding to maximum porosity in
notched specimens loaded in uniaxial tension. The FE simulations
show that for materials for which the matrix uniaxial tensile
strength is larger than its uniaxial compressive strength, void
growth and porosity distribution are similar to that in porous ma-
terials with von Mises matrix. On the other hand, for porous ma-
terials for which the matrix tensile strength is lower than its
compressive strength, the void growth rate is much slower, and if
the strength differential is pronounced the location of the
maximum damage zone shifts from the center to the surface of the
specimen.
In this paper, we investigate the inﬂuence of the particularities
of the plastic ﬂow of the incompressible matrix, namely its tension-
compression asymmetry, on the evolution of porosity, and how it
affects the ductility of the porous material by conducting a micro-
mechanical FE study. The porous medium is represented as a three-
dimensional (3-D) regular spatial array of initially spherical voids
packed in a fully dense matrix. The matrix is considered to be
elasticeplastic, the plastic response being described by the
isotropic form of Cazacu et al. (2006)’s yield criterion. This yield
criterion is pressure-insensitive. It involves all principal values of
the stress deviator (or equivalently depends on both invariants of
the stress deviator), and a scalar material parameter, k, which is
related to SD effects in plastic ﬂow.
The outline of the paper is as follows. We begin with a brief
presentation of the isotropic form of Cazacu et al. (2006) yield
criterion. Next, the micromechanical unit-cell model and the
method of analysis are discussed. In Section 3e4 are presented
simulation results for porous materials with incompressible matrix
characterized by different SD ratios. For each porous material, the
macroscopic tensile loadings imposed are such that the principal
values of the applied stress, S1, S2, S3 follow a prescribed propor-
tional loading history corresponding to a constant stress triaxiality
TS. Speciﬁcally, the response is investigated under axisymmetric
loadings (S1 ¼ S2) where the axial overall stress S3 is adjusted so
that a ﬁxed value of the stress triaxiality is maintained. To inves-
tigate the effects of the third-invariant J3, for any given speciﬁed
value of the stress triaxiality, void growth is analyzed for loadings
corresponding to either (a) S3>S1¼ S2 (J3 > 0 for the entire loading
history) or (b) S3 < S1 ¼ S2 (J3 < 0). Detailed analyses of the dis-
tribution of local stresses and local plastic strains are presented for
amoderate value of the triaxiality TS¼ 1 (Sections 3e4). It is shown
that for the same imposed loading, the distribution of the localplastic strain and local mean stress in the porous material is
strongly inﬂuenced by the value of the material parameter k, which
accounts for SD effects. This in turn affects any aspect of porosity
evolution. The main ﬁndings of this study and concluding remarks
are given in Section 5.2. Problem formulation and method of analysis
2.1. Isotropic form of Cazacu et al. (2006) yield criterion
The isotropic form of Cazacu et al. (2006) yield criterion will be
used to model the plastic behavior of the matrix. This criterion is
only brieﬂy presented in what follows, while a detailed description
can be found in Cazacu et al. (2006). Application/veriﬁcation/vali-
dation of this model for a variety of loading conditions such as
uniaxial tension, uniaxial compression, bending, torsion can be
found for example in Plunkett et al. (2006), Cazacu et al. (2013,
2014), etc. The isotropic form of Cazacu et al. (2006) criterion is:
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
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i¼1
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2vuut ¼ sT; (1)
where s01; s02; s03 are the principal values of the deviator of the
Cauchy stress tensor, s′ ¼ ssm I; with sm ¼tr (s)/3 denoting the
mean stress and I the second-order identity tensor, while sT is the
yield stress in uniaxial tension. The only material parameter
involved in the criterion is the parameter k, which is intimately
linked with speciﬁc single-crystal plastic deformation mechanisms
(e.g. see Lebensohn and Cazacu, 2012).
Using Eq. (1), it can be easily shown that this parameter depends
solely on the ratio sT/sC between the uniaxial ﬂow stresses in
tension and compression, respectively (for more details, see Cazacu
et al. (2006)), i.e.
k ¼ 1 h
1þ h; where h ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2 ðsT=sCÞ2
2ðsT=sCÞ2  1
vuut : (2)
If a material does not display tension-compression asymmetry,
i.e. the yield stress in uniaxial tension, sT, is the same as the yield
stress in uniaxial compression, sC, the parameter k ¼ 0, and the
isotropic form of Cazacu et al. (2006) criterion reduces to the von
Mises criterion (see Eq. (1)). If a material displays SD effects then k
s 0, which means that the plastic ﬂow depends on the sign and
ordering of all principal values of s′ or alternatively on both in-
variants of the stress deviator (see Eq. (1)). Speciﬁcally, for a ma-
terial with sT/sC < 1, k < 0 while for a material with sT/sC > 1, k > 0.
As an example, in Fig. 1(a) are shown the projections in the octa-
hedral plane (plane normal to the hydrostatic axis, s1 ¼ s2 ¼ s3) of
the yield surface given by Eq. (1) for k ¼ 0.3 (sT/sC ¼ 0.83) in
comparison with the von Mises yield surface k ¼ 0(von Mises: sT/
sC ¼ 1), while in Fig 1(b) is shown a comparison between the yield
surface corresponding to k ¼ 0.3 (sT/sC ¼ 1.21), and von Mises
respectively. Note that for k different from zero there is strong
dependence of the yield loci on J3 as evidenced by their shape (i.e.
triangles with rounded corners while the projection of the von
Mises yield criterion is a circle).2.2. Unit-cell model
It is assumed that the porous polycrystal contains a regular and
periodic 3-D array of initially spherical voids. The inter-void spacing
is considered to be the same in any direction. The unit cell, which
takes into account the periodicity of the porous medium, is initially
Fig. 1. Representation in the octahedral plane of the yield locus according to the
isotropic form of Cazacu et al. (2006) criterion for: (a) k ¼ 0.3 (sT/sC ¼ 0.83), and (b)
k ¼ þ0.3 (sT/sC ¼ 1.21) in comparison with the von Mises criterion (circle, sT/sC ¼ 1
and k ¼ 0).
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radius r0 at its center. Thus, the initial porosity is:
f0 ¼
p
6

r0
C0
	3
: (3)
Cartesian tensor notations are used and the origin of the coor-
dinate system is taken at the center of the void (see Fig. 2 (a)). Let u
denote the incremental displacement between the current and
reference conﬁguration, and t the prescribed Cauchy stress vector,deﬁned on the current conﬁguration. Symmetry conditions are
imposed on the planes x ¼ 0, y ¼ 0, and z ¼ 0, respectively:
u1ð0; y; zÞ ¼ 0; t2ð0; y; zÞ ¼ 0; t3ð0;y; zÞ ¼ 0;
u2ðx;0; zÞ ¼ 0; t1ðx;0; zÞ ¼ 0; t3ðx;0; zÞ ¼ 0;
u3ðx;y;0Þ ¼ 0; t1ðx;y;0Þ ¼ 0; t2ðx;y;0Þ ¼ 0:
(4)
Therefore, only one eight of the unit cell needs to be analyzed
numerically (see Fig. 2(b)). To simulate the constraints of the sur-
rounding material, we enforce that the faces of the unit cell, which
are initially planes parallel to the coordinate planes, remain planes
and are shear free. The boundary conditions imposed on the faces
of the unit cell are:
u1ðC0; y; zÞ ¼ U*1ðtÞ; t2ðC0; y; zÞ ¼ t3ðC0;y; zÞ ¼ 0;
u2ðx;C0; zÞ ¼ U*2ðtÞ; t1ðx;C0; zÞ ¼ t3ðx;C0; zÞ ¼ 0;
u3ðx;y;C0Þ ¼ U*3ðtÞ; t1ðx; y;C0Þ ¼ t2ðx; y;C0Þ ¼ 0:
(5)
The void is considered to be traction-free. The macroscopic true
stresses S1, S2, S3 are deﬁned as:
S1 ¼
1
C2C3
ZC2
0
ZC3
0
t1 dzdy; S2 ¼
1
C1C3
ZC3
0
ZC1
0
t2 dzdx;
S3 ¼
1
C1C2
ZC1
0
ZC2
0
t3 dxdy;
(6)
where Ci ¼ C0 þ U*i are the current cell dimensions. The porous
material being isotropic, its mechanical response is fully charac-
terized by the isotropic invariants of the overall stress, i.e.:
Sm ¼ 13 ðS1 þ S2 þ S3Þ; Se ¼
ﬃﬃﬃﬃﬃﬃﬃﬃ
3JS
0
2
q
¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
3
2

S021 þ S022 þ S023
r
; J3 ¼ S01S02S03; (7)
where
P0
i ¼
P
i 
P
m, i ¼ 1…3. In the analysis, we will refer to the
following combinations of the stress invariants: the von Mises
stress triaxiality ratio, TS, and the Lode parameter mS (deﬁned in
terms of stress invariants by Drucker, 1949):
TS ¼ Sm

 ﬃﬃﬃﬃﬃﬃﬃ
3JS2
q
mS ¼
3
ﬃﬃﬃ
3
p
2
$
JS3
JS2
3=2
(8)
The time histories of the displacements, U*1ðtÞ, U*2ðtÞ, and U*3ðtÞ
in Eq. (5) are determined by the analysis in such a way that the
macroscopic Cauchy stresses S1, S2, S3 follow a prescribed pro-
portional loading given by:
S1
S2
¼ 1 ðaxisymmetric loadingsÞ and S1
S3
¼ r; (9)
where r is a prescribed constant such as to ensure that the stress
triaxiality ratio, TS, has a ﬁxed speciﬁed value for the entire
deformation process. The overall (macroscopic) principal strains
and the macroscopic von Mises equivalent strain Ee are calculated
as follows:
Fig. 2. (a) Schematic two-dimensional projection of the three-dimensional cubic cell model adopted in this study; 2 C0 and r0 denote the length of the undeformed cubic cell and
the initial radius of the spherical void, respectively. (b) Finite-element mesh of one-eighth of the unit cell with a spherical void at its center.
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
C1
C0
	
; E2 ¼ ln

C2
C0
	
; E3 ¼ ln

C3
C0
	
E2e ¼
2
3

E21 þ E22 þ E23

;
(10)
where C0 and Ci, i¼ 1…3 are the initial and current cell dimensions.
We conclude the presentation of the FE unit cell model, with a
comment concerning the FE implementation of the above bound-
ary value problem. In the FE implementation, the degrees of
freedom of all FE nodes belonging to the same planar bounding
surface of the cubic surface are associated in the global stiffness
matrix, and the equations of all these degrees of freedom are
replaced by only one unknown variable. In this way, it is ensured
that all initially planar boundary surfaces remain strictly ﬂat during
the entire loading history. Additionally, for each time increment
and for all equilibrium cycles, the three imposed macroscopic
forces on each planar bounding surface of the cubic cell are
continuously updated in order to ensure the speciﬁed macroscopic
Cauchy stress ratios on the ﬁnal equilibrated conﬁguration; the
macroscopic non-equilibrated forces are introduced in the fully-
implicit NewtoneRaphson algorithm in order to improve its
convergence rate. Finally, a convergence criterion imposes that, for
each planar surface, the ratio between the norm of the difference
between the prescribed and effective macroscopic forces and the
norm of the prescribed macroscopic force must be smaller than
0.001.
As mentioned, we focus on the study of void growth under
axisymmetric tensile loadings, i.e. Si > 0 (see Eq. (6)). At the end of
each time increment, the condition of constant proportionality
between the true stresses (Eq. (9)) is strictly veriﬁed, so it is ensured
that the macroscopic stress triaxiality, TS, remains constant
throughout the given deformation history. We will analyze void
growth for the following triaxialities values: TS ¼ 2/3, 1, 2. For each
speciﬁed value of the stress triaxiality, calculations are conducted
for overall axisymmetric states corresponding to the two possible
values of the Lode parameter, i.e. mS ¼ 1 and mS ¼ 1. The Lode
parameter value mS ¼ 1 corresponds to axisymmetric loadings such
that S3 >S1¼ S2 (J3 > 0) while mS¼1 corresponds to S3 < S1¼ S2
(J3 < 0). In one case, two principal values of the stress deviator S0
are compressive (negative), but the maximum principal value is
tensile (positive) while for the other case two principal values of S0
are tensile (positive), but the minor principal value, which is
compressive (negative), has the largest absolute value. The voidvolume fraction, f, is evaluated at the end of each time increment
as:
f ¼ Vcell  Vmatrix
Vcell
:
In the above equation, Vcell ¼ C1 C2 C3, where Ci denote the
current dimensions of the cell, while the volume of the deformed
matrix, Vmatrix, is determined directly from the integration of the FE
domain using the FE formulation (Vmatrix ¼
PNE
i¼1Vi, where Vi is the
volume of the element i and NE is the total number of ﬁnite ele-
ments in the mesh).
Using the FE cell model, the response of three porous materials
with matrix obeying the isotropic form of Cazacu et al. (2006) cri-
terion (Eq. (1)) and associated ﬂow rule will be investigated. Spe-
ciﬁcally, three porous materials characterized by different tension-
compression asymmetry ratios, sT/sC, but having the same initial
void volume fraction, f0 ¼ 0.0104 (which corresponds to r0/
C0 ¼ 0.271) will be considered. The respective SD ratios are: sT/
sC ¼ 0.83; sT/sC ¼ 1 (von Mises material); and sT/sC ¼ 1.21. Thus,
these materials are characterized by k ¼ 0.3, k ¼ 0, and k ¼ þ0.3
(see Eqs. (1)e(2)).
In all the computations, all the other input material parameters
are kept the same, i.e. the elastic properties (E ¼ 200 GPa, n ¼ 0.33,
where E is the Young modulus and n is the Poisson coefﬁcient) and
the material parameters involved in the isotropic hardening law
describing the evolution of the matrix tensile yield strength with
local equivalent plastic strain, εp; i.e.
Y ¼ Aðε0 þ εpÞn; (11)
where Y is the current matrix tensile ﬂow stress, A, n and ε0 are
material parameters. The numerical values of these parameters are:
Y0 ¼ 400 MPa, A ¼ 881.53 MPa, n¼ 0.1, ε0 ¼ 0.00037. It follows that
all the differences in behavior between the porous materials are
due solely to SD effects of the matrix, which are described by the
parameter k. The calculations are continued until either one of the
two conditions are met: (i) relative void volume fraction f/f0 > 9 or,
(ii) a macroscopic effective strain Ee ¼ 1 was reached.
The FE analyses were performed with DD3IMP (Menezes and
Teodosiu, 2000; Oliveira et al., 2008), an in-house quasi-static
elastoplastic FE solver with a fully-implicit time integration
scheme. Fig. 2(b) shows the initial FEmesh of one-eighth of the unit
cubic cell consisting of 12,150 elements (8-node hexahedral ﬁnite
Fig. 5. Evolution of the void growth rate (_f) with the macroscopic equivalent strain Ee,
obtained by FE cell calculations for porous materials with matrix characterized by
different tensile/compression asymmetry ratios: sT/sC ¼ 0.83 (k ¼ 0.3), von Mises
material sT/sC ¼ 1 (k ¼ 0); sT/sC ¼ 1.21 (k ¼ þ0.3) for axisymmetric loadings corre-
sponding to a ﬁxed triaxiality TS ¼ 1 at J3 > 0 (Lode parameter mS ¼ 1).
J.L. Alves, O. Cazacu / European Journal of Mechanics A/Solids 51 (2015) 44e5448elements; selective reduced integration technique, with 8 and 1
Gauss points for the deviatoric and volumetric parts of the velocity
ﬁeld gradient, respectively) and a total of 13,699 nodes. A mesh
reﬁnement study was carried out to ensure that the results are
mesh-independent.
3. Analysis of the porosity evolution and its effects on the
ductility of porous materials for axisymmetric tensile loading
at TS ¼ 1
Using the FE unit-cell model, we ﬁrst examine the porosity
evolution and its effects on the mechanical response of the porous
materials for axial tensile loading corresponding to TS ¼ 1 and
mS¼ 1 (r¼ S3/S1¼ 2.5 and J3 > 0 during the entire loading history).
This stress triaxiality corresponds to tensile loading of blunt
notched specimens (e.g. see Tvergaard and Needleman,1984). Fig. 3
shows a comparison between the macroscopic effective stress-
macroscopic effective strain (Se vs. Ee) curves of the three porous
materials; Fig. 4 shows the evolution of the void volume fraction, f,
while Fig. 5 depicts the rate of void growth as a function of the
macroscopic effective strain Ee. It is clearly seen that all aspects ofFig. 3. Comparison between the macroscopic stress-strain response for porous ma-
terials with matrix characterized by different tensile/compression asymmetry ratios:
sT/sC ¼ 0.83 (k ¼ 0.3), von Mises material sT/sC ¼ 1 (k ¼ 0); sT/sC ¼ 1.21 (k ¼ þ0.3)
for axisymmetric loadings corresponding to a ﬁxed triaxiality TS ¼ 1 and J3 > 0 through
the deformation process (Lode parameter mS ¼ 1).
Fig. 4. Evolution of the void volume fractionwith the macroscopic equivalent strain Ee,
for porous materials with matrix characterized by different tensile/compression
asymmetry ratios: sT/sC ¼ 0.83 (k ¼ 0.3), von Mises material sT/sC ¼ 1 (k ¼ 0); sT/
sC ¼ 1.21 (k ¼ þ0.3) for axisymmetric loadings corresponding to a ﬁxed triaxiality
TS ¼ 1 at J3 > 0 (Lode parameter mS ¼ 1).
Fig. 6. (a) Evolution of the inter-void ligament ratio lr1 ¼ l1=l01 in the direction of the
minimum applied stress with the macroscopic equivalent strain Ee; and (b) evolution
of the normalized unit cell dimension C1/C0 in the same direction for porous materials
with matrix characterized by different tensile/compression asymmetry ratios: sT/
sC ¼ 0.83 (k ¼ 0.3), von Mises material sT/sC ¼ 1 (k ¼ 0); sT/sC ¼ 1.21 (k ¼ þ0.3) for
axisymmetric loadings corresponding to a ﬁxed triaxiality TS ¼ 1 at J3 > 0 (Lode
parameter mS ¼ 1).
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the speciﬁcities of the plastic ﬂow of the matrix described by the
parameter k. Speciﬁcally, the maximum effective stress that is
reached, and the maximum strain (i.e. the material's ductility)
strongly depend on k (see Fig. 3). It is worth noting that the porous
material characterized by k ¼ 0.3 (sT/sC ¼ 0.83) has the highest
ductility, but the stress drop is also the most abrupt. This indicates
that for this material failure is more catastrophic than in a porous
von Mises material (k ¼ 0) or in the porous material with matrix
characterized by k¼ 0.3 (sT/sC ¼ 1.21). The same conclusion can be
drawn by examining the void volume fraction evolution (Fig. 4),
and the rate of void growth (Fig. 5). Void growth is fastest in the
material with k¼þ0.3 and slowest in the material with k¼0.3. It
is worth noting that for the material with k ¼ 0.3 the rate of void
growth is almost constant for most of the deformation process. In
contrast, for the porous von Mises material (k ¼ 0) and for the
porous material characterized by k ¼ 0.3, damage accumulation is
more gradual.
To detect the onset of void coalescence we use the procedure
outlined in Srivastava and Needleman (2012), which is based on
monitoring the evolution of the relative inter-void ligament size.
Since for an isotropic material, the greatest reduction in ligament
size occurs in the direction of minimum applied stress, the evolu-
tion of the relative inter-void ligament size in the x direction i.e.
lr1 ¼ l1=l01 ¼ ðC1  r1Þ=ðC01  r0Þ with the macroscopic effective
strain Ee was examined (Fig. 6(a)). The evolution of the normalized
cell dimension in the same direction is shown in Fig. 6(b). Note that_ε
p ¼
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there is a change in slope. For a nearly rate-independent von Mises
material (n ¼ 0.1) and same initial porosity, and loading history
(TS ¼ 1 and mS ¼ 1), Koplik and Needleman (1988) reported FE
results obtained using a cylindrical unit cell. It was shown that the
onset of void coalescence is associated with strain localization in
the ligament between adjacent voids leading to an overall uniaxial
straining mode. The same was observed in the calculations here for
the von Mises material (k ¼ 0), the transverse strain being almostconstant (dC1/dEe z 0) beyond a critical value of Ee, marking coa-
lescence (see Fig. 6(b)).
It is worth noting that the SD ratio of the matrix affects all as-
pects of damage evolution. For the porous material characterized
by k ¼ 0.3 (sT/sC ¼ 0.83), the rate of void growth is signiﬁcantly
lower (see Figs. 3e4) than in the other two materials, and the
macroscopic strain Ee at coalescence (strain localization) is more
than three times higher than in the material with k ¼ þ0.3 (see
Fig. 6). Of the three materials, in the material with k ¼ þ0.3, for
which sT > sC, void growth is the fastest and consequently the
decrease in relative ligament size is most rapid. This explains that
for this loading, this material hasmuchmore reduced ductility than
the other two materials (see also Fig. 3).
To better understand the reasons for the very strong difference
in the rate of void growth between the three porous materials, we
compare the local state ﬁelds corresponding to the same level of
macroscopic true strain Ee ¼ 0.15. Note that this strain level cor-
responds to the early stages of the deformation process where
macroscopically only a very slight difference between the stress-
strain response of the three materials can be observed (see
Fig. 3). Fig. 7 shows the contours of constant local equivalent plastic
strain, εp, corresponding to a macroscopic effective strain Ee ¼ 0.15.
The local equivalent plastic strain εp is that associated with the
effective stress associated with Cazacu et al. (2006) criterion given
by Eq. (1), i.e. to ~se ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
9=2ð3k2  2kþ 3ÞP3i ¼1ðjs0ij  ks0 iÞ2
q
using
the work-equivalence principle (Hill, 1987). The expression of _εp is:with _ε1 , _ε2, _ε3, being the principal values of the local plastic strain-
rate tensor (for details of the derivation, see Cazacu et al. (2010)).
Obviously, for k ¼ 0 (von Mises material), εp reduces to the classic
von Mises equivalent strain.
The white regions in this Fig. 7 mark the elastic zones.
It is worth noting that only in the material with k¼0.3, the entire
domain (cell) is plastiﬁed. However, for the porous von Mises ma-
terial and the porous material characterized by k ¼ þ0.3 (sT/
sC ¼ 1.21), there exists a zone in the vicinity of the void along the
Fig. 7. Isocontours of the local effective equivalent plastic strain εp corresponding to the same value of the macroscopic strain Ee ¼ 0.15 for porous materials with matrix char-
acterized by different tensile/compression asymmetry ratios: sT/sC ¼ 0.83 (k ¼ 0.3), von Mises material sT/sC ¼ 1 (k ¼ 0); sT/sC ¼ 1.21 (k ¼ þ0.3) for axisymmetric loadings
corresponding to a ﬁxed triaxiality TS ¼ 1 at J3 > 0 (Lode parameter mS ¼ 1). The white regions in the ﬁgure mark the elastic zones; note that only in the material with k ¼ 0.3, the
entire domain is plastiﬁed.
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Speciﬁcally, for the porous von Mises material (k ¼ 0) the elastic
zone is contiguous to the void while for the material characterized
by k¼ 0.3, the elastic zone is slightly shifted upwards from the void.
Examination of the isocontours of the local equivalent plastic
strain shows very marked differences in terms of the heterogeneity
of plastic deformation and the distribution of the plastic zones
within the domain. Note that for the porous material with matrix
characterized by k ¼ 0.3, the plastic deformation is more homo-
geneous than in the other materials. In contrast, at the same level of
the macroscopic equivalent strain (Ee), in the porous von Mises
material (k ¼ 0) and in the porous material with matrix character-
ized by k ¼ 0.3, the local plastic strain gradients are much stronger.
The highest levels of local plastic deformation and most heteroge-
neity are found in thematerial characterized by k¼þ 0.3. Ameasure
of the heterogeneity in plastic deformation within the domain is the
ratio between themaximum local plastic strain in the entire domain,
ε
p
max, and the average of the local plastic strain, 〈εp〉 deﬁned as:
〈εp〉 ¼ 1
V
Z
V
ε
pdV:
The highest is the ratio εpmax=〈εp〉, the most heterogeneity there
is. For the materials with k ¼ þ0.3, k ¼ 0, and k ¼ 0.3, these ratiosFig. 8. Isocontours of the local normalized mean stress sm/Y0 for porous materials with m
(k ¼ 0.3), von Mises material sT/sC ¼ 1 (k ¼ 0); sT/sC ¼ 1.21 (k ¼ þ0.3) for axisymmetricare 5.95, 5.4, and 4.16, respectively. Again the highest ratio (highest
heterogeneity) is observed in the material with k ¼ þ0.3 while the
lowest is in the material with k ¼ 0.3 (sT/sC ¼ 0.83). Thus, the
local heterogeneity is always the lowest in the material with matrix
characterized by k ¼ 0.3.
Moreover, the distribution of the local stresses is markedly
different depending on the SD ratio of the matrix, i.e. the value of k.
Isocontours of the local normalized mean stress sm/Y0 for each
material are shown in Fig. 8. Note that in the porous material with
matrix characterized by k ¼ þ0.3 (sT/sC ¼ 1.21), the local mean
stress, sm/Y0, is positive in the entire domain while in the material
with k ¼ 0.3 (sT/sC ¼ 0.83) which is fully plastiﬁed, zones of
negative (compressive) mean stress develop near the void. As a
consequence, for the latter material void growth is slowed down as
compared to the porous material with matrix characterized by k ¼ þ
0.3. This correlates very well with the results presented in Figs. 3e5, in
particular it explains the drastic differences in porosity evolution be-
tween the three materials.
In conclusion, although all porous materials were subjected to
the same macroscopic tensile axisymmetric loading corresponding
to a constant macroscopic stress triaxiality TS ¼ 1 and constant
mS ¼ 1 (JS3>0) during the entire deformation process, the speciﬁc-
ities of the plastic ﬂow of the matrix, namely its SD ratio (which
gives the sign of the material parameter k), dramatically affect theatrix characterized by different tensile/compression asymmetry ratios: sT/sC ¼ 0.83
loadings corresponding to a ﬁxed triaxiality TS ¼ 1 at J3 > 0 (Lode parameter mS ¼ 1).
Fig. 9. Comparison between the macroscopic stress-strain response obtained by FE
cell calculations for porous materials with matrix characterized by different tensile/
compression asymmetry ratios: sT/sC ¼ 0.83 (k ¼ 0.3), von Mises material sT/sC ¼ 1
(k ¼ 0); sT/sC ¼ 1.21 (k ¼ þ0.3) for axisymmetric loadings corresponding to a ﬁxed
triaxiality TS ¼ 1 at J3 < 0 (Lode parameter mS ¼ 1).
Fig. 11. Evolution of the void growth rate (_f) with the macroscopic equivalent strain Ee,
obtained by FE unit-cell calculations for porous materials with matrix characterized by
different tensile/compression asymmetry ratios: sT/sC ¼ 0.83 (k ¼ 0.3), von Mises
material sT/sC ¼ 1 (k ¼ 0); sT/sC ¼ 1.21 (k ¼ þ0.3) for axisymmetric loadings corre-
sponding to a ﬁxed triaxiality TS ¼ 1 at J3 < 0 (Lode parameter mS ¼ 1).
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between the sign of the macroscopic parameter k and the local
plastic strain heterogeneity which leads to markedly different rates
of void growth that ultimately strongly affect the ductility of the
porous materials.4. Analysis of the porosity evolution and its effects on the
ductility of porous materials under macroscopic
axisymmetric tensile loading corresponding to TS ¼ 1 and
mS ¼ ¡1
Next, we examine the effect of the third-invariant J3, on void
growth. For this purpose, the macroscopic loading that is imposed
corresponds to the same value of the stress triaxiality as in the
previous case analyzed in Section 3, i.e. TS¼ 1, but to opposite value
of the Lode angle i.e. mS ¼ 1 (J3 < 0 for the entire loading history).
Speciﬁcally, the imposed macroscopic loading corresponds to the
following ratios between the macroscopic principal true stresses:
S1 ¼ S2 and S3/S1 ¼ 0.25.Fig. 10. Evolution of the void volume fraction with the macroscopic equivalent strain
Ee, obtained by FE cell calculations for porous materials with matrix characterized by
different tensile/compression asymmetry ratios: sT/sC ¼ 0.83 (k ¼ 0.3), von Mises
material sT/sC ¼ 1 (k ¼ 0); sT/sC ¼ 1.21 (k ¼ þ0.3) for axisymmetric loadings corre-
sponding to a ﬁxed triaxiality TS ¼ 1 at J3 < 0 (Lode parameter mS ¼ 1).
Fig. 12. (a) Evolution of the relative inter-void ligament ratio in the direction of the
minimum applied macroscopic load as a function of the macroscopic equivalent strain
Ee; and (b) evolution of the normalized unit cell dimension C3/C0 in the same direction
for porous materials with matrix characterized by different tensile/compression
asymmetry ratios: sT/sC ¼ 0.83 (k ¼ 0.3), von Mises material sT/sC ¼ 1 (k ¼ 0); sT/
sC ¼ 1.21 (k ¼ þ0.3) for axisymmetric loadings corresponding to a ﬁxed triaxiality
TS ¼ 1 at J3 < 0 (Lode parameter mS ¼ 1).
Fig. 13. Isocontours of the local effective equivalent plastic strain εp corresponding to the same value of the macroscopic strain Ee ¼ 0.2 for porous materials with matrix char-
acterized by different tensile/compression asymmetry ratios: sT/sC ¼ 0.83 (k ¼ 0.3), von Mises material sT/sC ¼ 1 (k ¼ 0); sT/sC ¼ 1.21 (k ¼ þ0.3) for axisymmetric loadings
corresponding to a ﬁxed triaxiality TS ¼ 1 at J3 < 0 (Lode parameter mS ¼ 1). Vertical axial axis is along the Oz direction, horizontal axis along the Ox direction. Remark the huge
differences between maximum and minimum values of the three cases analyzed.
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macroscopic equivalent strain Ee curves for the three materials is
presented (Fig. 9). The evolution of the void volume fraction and
the rate of void growth as a function of the macroscopic effective
strain Ee, respectively are shown in Figs. 10e11.
Before analyzing in detail this new loading case, an important
statement is required in order to drive the reader through the
discussion of the simulation results. In the loading case previously
analyzed, i.e. TS¼ 1 and Lode parameter mS¼þ1, the slowest rate of
void growth was predicted for the porous material with matrix
characterized by k ¼ 0.3 (SD ratio sT/sC < 1). In contrast, for this
loading which corresponds to TS ¼ 1 and mS ¼ 1, the slowest rate
of void growth is now attained by the porous material character-
ized by k ¼ þ0.3 (SD ratio sT/sC > 1). Furthermore, this latter
material shows enhanced ductility. This is consistent with the void
volume fraction evolution (see Fig. 10), the rate of void growth in
each material (Fig. 11) and the evolution of the relative inter-void
ligament in the direction of the minimum applied stress shown
in Fig. 12. Indeed, in the material with matrix characterized by
k ¼ 0.3, the void growth is much faster than in the other mate-
rials. Note that in all materials the relative inter-void ligament size
in the z direction i.e. lr3 ¼ l3=l03 ¼ ðC3  r3Þ=ðC03  r0Þ decreases with
themacroscopic effective strain Ee, the fastest decrease being in the
material with k ¼ 0.3. Moreover, in this material at some point inthe deformation process, there is a rapid change in slope, which
corresponds to the drop in the macroscopic effective stress (see
Fig. 9). On the other hand, for the material with k ¼ þ0.3 there is a
continuous decrease of lr3 (i.e. no change in slope) up to Ee ¼ 1,
when the calculations were stopped.
To gain understanding of the very large difference in the
porosity evolution between the three materials, we also examine
the distribution of the local equivalent plastic strain (Fig. 13) and
mean stress (Fig. 14) in each material. The isocontours correspond
to the same level of macroscopic effective strain Ee ¼ 0.20. It is very
worth noting that in the material with the least plastic heteroge-
neity, which is the material with k ¼ þ0.3, there is little damage
(see also Fig 11). For this material, the relative mean stress sm/Y0
distribution is also more homogeneous (see Fig. 14). In contrast, in
the material with k ¼ 0.3, the local plastic strain heterogeneity is
much higher, the levels of mean stress and their gradients being
also much higher than in the other cases.
While we have presented in detail the case of tensile loadings at
TS ¼ 1, which shows the very strong link between the sign of k and
the rate of porosity evolution, the same conclusions hold true for any
moderate to high triaxiality TP > 0. As an example, in Fig. 15(a)e(b)
is shown a comparison between the porosity evolution for the
porousmaterials withmatrix characterized by k¼0.3 and k¼ 0.3,
respectively for macroscopic loadings corresponding to TS ¼ 2 and
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for thematerial characterized by k¼0.3, the rate of void growth is
much slower for tensile loadings with mS ¼ 1 (J3 > 0 during the
entire deformation process) than for tensile loadings with mS ¼ 1
(J3 < 0 during the entire deformation process), while the reverse
holds true for materials characterized by k ¼ þ0.3. At the same
triaxiality, for loadings such that mS ¼ 1, the fastest rate of void
growth occurs in the material characterized by k ¼ þ0.3, while for
loadings such that mS¼1, the fastest rate of void growth occurs in
the material characterized by k ¼ 0.3.
5. Conclusions
In this paper, the combined effects of the tension-compression
asymmetry of the plastic ﬂow of the incompressible matrix and
third-invariant (or Lode parameter) on void growth were investi-
gated. For this purpose, FE unit cell calculations were conducted.
The plastic ﬂow of the incompressible matrix was considered to
obey the isotropic form of Cazacu et al. (2006)’s yield criterion. ThisFig. 14. Isocontours of the normalized local means stress sm/Y0, corresponding to the
same value of the macroscopic strain Ee ¼ 0.2 for porous materials with matrix
characterized by different tensile/compression asymmetry ratios: sT/sC ¼ 0.83
(k ¼ 0.3), von Mises material sT/sC ¼ 1 (k ¼ 0); sT/sC ¼ 1.21 (k ¼ þ0.3) for
axisymmetric loadings corresponding to a ﬁxed triaxiality TS ¼ 1 at J3 < 0 (Lode
parameter mS ¼ 1).yield criterion is pressure-insensitive, it involves all principal values
of the Cauchy stress deviator, and a scalar material parameter, k. If
k ¼ 0, the criterion reduces to von Mises. If k is different from zero,
the criterion accounts for SD effects.
The imposed axisymmetric tensile loadings were such that the
principal values of the macroscopic stresses, S1, S2, S3 followed a
prescribed proportional loading history corresponding to a speci-
ﬁed value of the stress triaxiality. For the same triaxiality, calcula-
tions were carried out for loadings at either J3 > 0 or J3 < 0 (i.e.
corresponding to the two possible values of the Lode parameter mS).
It was clearly shown that irrespective of the imposed macro-
scopic loading, the tension-compression asymmetry in the plastic
ﬂow of the matrix, described by the parameter k, has a very strong
inﬂuence on all aspects of the dilatational response of the porous
solids.
Furthermore, a very strong effect of the loading path, in
particular of the Lode parameter on void evolution, and ultimately
the material's ductility was observed. Speciﬁcally, for mS ¼ þ1, the
porous material with matrix characterized by k ¼ 0.3 (yield in
tension less than in compression: sT/sC ¼ 0.83) has the highest
ductility (~300%more than thematerial with k¼þ0.3 for which sT/
sC ¼ 1.21). In contrast, for the porous vonMises material (k¼ 0; sT/
sC ¼ 1) and for the porous material characterized by k ¼ þ0.3
damage is more gradual. Most importantly, although at theFig. 15. Porosity evolution for axisymmetric tensile loadings corresponding to ﬁxed
triaxiality (a) TS ¼ 2; (b) TS ¼ 2/3. Note that for loadings such that J3 > 0 (Lode
parameter mS ¼ 1), void growth is fastest in the material with k ¼ þ0.3 while for
loadings such that J3 < 0 (Lode parameter mS ¼ 1), the fastest void growth occurs in
the material with k ¼ 0.3.
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stress-strain response between the porous materials, the differ-
ences in the local state ﬁelds are very pronounced. On the other
hand, for the same triaxiality, but mS ¼ 1, the opposite holds true.
While only the case of macroscopic loadings at ﬁxed stress
triaxiality TS ¼ 1 was presented in detail, the following conclu-
sions can be drawn concerning the dilatational response for
porous materials subject to axisymmetric loadings corresponding
to moderate to high values of positive stress triaxialities, namely
that:
a) There is a very strong link between the sign of k (tension-
compression asymmetry ratio of the matrix) and the rate of
void growth;
(b) for the material characterized by k ¼ þ0.3, the rate of void
growth is faster for mS ¼ þ1 than for mS ¼ 1 while for the
material characterized by k ¼ 0.3, the opposite holds true.
It is also to be noted that the effect of the particularities of the
plastic ﬂow of the matrix, speciﬁcally the sign of k, on the yield
surface of porous materials was established based on unit model
cell calculations in Cazacu and Stewart (2009) and polycrystalline
calculations in conjunction with the Fast Fourier Transform (FFT)
method by Lebensohn and Cazacu (2012). For a porous material,
whose matrix is softer in tension than in compression (k ¼ 0.3),
the yield points corresponding to axisymmetric states at J3 < 0 are
always above those for J3 > 0. Meanwhile, for the porous material
with k ¼ 0.3, whose matrix is softer in compression than in
tension, the opposite occurs i.e. the yield points that correspond to
J3 > 0 are above those for J3 < 0. Since the plastic ﬂow direction is
along the normal to the yield locus, it means that the plastic ﬂow
and porosity evolution are strongly affected by the sign of k. And
there is a clear correlation between the sign k and porosity evolu-
tion for J3 > 0 and J3 < 0, respectively.
While in the simulations presented in this paper, we studied
only void growth and its inﬂuence on ductility in such materials, in
view of industrial applications future studies devoted to the
investigation of void collapse in such materials may provide valu-
able insights.
References
Alves, J.L., Revil-Baudard, B., Cazacu, O., 2014. Importance of the coupling between
the sign of the mean stress and the third-invariant on the rate of void growth
and collapse in porous solids with von Mises matrix. Model. Simul. Mater. Sci.
Eng. 22 (2), 025005.
Asaro, R.J., Rice, J.R., 1977. Strain localization in ductile single crystals. J. Mech. Phys.
Solids 25, 309e338.
Barthelemy, J.F., Dormieux, L., 2004. A micromechanical approach to the strength
criterion of DruckerePrager materials reinforced by rigid inclusions. Int. J.
Numer. Anal. Methods Geomech. 28, 565e582.
Cazacu, O., Plunkett, B., Barlat, F., 2006. Orthotropic yield criterion for hexagonal
closed packed materials. Int. J. Plast. 22, 1171e1194.
Cazacu, O., Stewart, J., 2009. Analytic plastic potential for porous aggregates with
matrix exhibiting tension-compression asymmetry. J. Mech. Phys. Solids 57,
325e341.
Cazacu, O., Ionescu, I.R., Yoon, J.W., 2010. Orthotropic strain rate potential for
description of tension-compression asymmetry in hexagonal materials. Int. J.
Plast. 26, 887e904.Cazacu, O., Revil-Baudard, B., Barlat, F., 2013. New interpretation of monotonic Swift
effects: role of tension-compression asymmetry. Mech. Mater. 57, 42e52.
Cazacu, O., Revil-Baudard, B., Barlat, F., 2014. New interpretation of cyclic Swift
effects. Eur. J. Mech. A/Solids 44, 82e90.
Coghe, F., Tirry, W., Rabet, L., Schryvers, D., Van Houtte, P., 2012. Importance of
twinning in static and dynamic compression of a Tie6Ale4V titanium alloy
with an equiaxed microstructure. Mater. Sci. Eng. A 537, 1e10.
Drucker, D., 1949. Relation of experiments to mathematical theories of plasticity.
J. Appl. Mech. 16, 349e357.
Gilles, G., Hammami, W., Libertiaux, V., Cazacu, O., Yoon, J.H., Kuwabara, T.,
Habraken, A.M., Duchene, L., 2011. Experimental characterization and elasto-
plastic modeling of the quasi-static mechanical response of TA-6V at room
temperature. Int. J. Solids Struct. 48, 1277e1289.
Guo, T.F., Faleskog, J., Sih, C.F., 2008. Continuum modeling of a porous solid with
pressure-sensitive dilatant matrix. J. Mech. Phys. Solids 56, 2188e2212.
Hill, R., 1987. Constitutive dual potentials in classical plasticity. J. Mech. Phys. Solids
35, 23e33.
Hosford, W., 1993. The Mechanics of Crystals and Textured Polycrystals. Oxford
University Press, New York.
Hosford, W.F., Allen, T.J., 1973. Twining and directional slip as a cause for strength
differential effect. Met. Trans. 4, 1424e1425.
Khan, A., Pandey, A., Gnaupel-Herold, T., Mishra, R.K., 2011. Mechanical response
and texture evolution of AZ31 alloy at large strains for different strain rates and
temperatures. Int. J. Plast. 27, 688e706.
Koplik, J., Needleman, A., 1988. Void growth and coalescence in porous plastic
solids. Int. J. Solids Struct. 24 (8), 835e853.
Knezevic, M., Lebensohn, R.A., Cazacu, O., Revil-Baudard, B., Vogel, S., Proust, G.,
Nixon, M.E., 2013. Modeling bending of a-titanium with embedded polycrystal
plasticity in implicit ﬁnite elements. Mater. Sci. Eng. A 535, 12e21, 564,
116e126.
Lebensohn, R.A., Cazacu, O., 2012. Effect of single-crystal plastic deformation
mechanisms on the dilatational plastic response of porous polycrystals. Int. J.
Solids Struct. 49, 3838e3852.
Leffers, T., Van Houtte, P., 1989. Calculated and experimental orientation distribu-
tions of twin lamellae in rolled brass. Acta Metall. 37, 1191e1198.
McClintock, F.A., 1968. A criterion for ductile fracture by the growth of holes. J. Appl.
Mech. 35, 363e371.
Menezes, L.F., Teodosiu, C., 2000. Three-dimensional numerical simulation of the
deep-drawing process using solid ﬁnite element. J. Mater. Process Tech. 97,
100e106.
Needleman, A., 1972. Void growth in an elastic-plastic medium. Trans. ASME Ser. E J.
Appl. Mech. 39, 964e969.
Nixon, M.E., Cazacu, O., Lebensohn, R.A., 2010. Anisotropic response of high-purity
a-titanium: experimental characterization and constitutive modeling. Int. J.
Plast. 26, 510e532.
Oliveira, M.C., Alves, J.L., Menezes, L.F., 2008. Algorithms and strategies for treat-
ment of large deformation frictional contact in the numerical simulation of
deep drawing process. Arch. Comp. Method. E 15, 113e162.
Philippe, M.J., Serghat, M., Van Houtte, P., Esling, C., 1995. Modelling of texture
evolution for materials of hexagonal symmetrydII. Application to zirconium
and titanium a or near a alloys. Acta Metall. Mater. 43 (1995), 1619e1630.
Plunkett, B., Cazacu, O., Lebensohn, R.A., Barlat, F., 2006. Anisotropic yield function
of hexagonal materials taking into account texture development and aniso-
tropic hardening. Acta Mater. 54, 4159e4169.
Revil-Baudard, B., Cazacu, O., 2013. On the effect of the matrix tension-compression
asymmetry on damage evolution in porous plastic solids. Eur. J. Mech. A/Solids
37, 35e44.
Richelsen, A.B., Tvergaard, V., 1994. Dilatant plasticity or upper bound estimates for
porous ductile solids. Acta Metall. Mater. 42, 2561e2577.
Srivastava, A., Needleman, A., 2012. Porosity evolution in a creeping single crystal.
Model. Simul. Mater. Sci. Eng. 20, 1e23.
Trillat, M., Pastor, J., Thore, P., 2006. Limit analysis and conic programming: porous
DruckerePrager’ material and Gurson's model. C. R. Mec. 334, 599e604.
Tvergaard, V., 1981. Inﬂuence of voids on shear band instabilities under plane strain
conditions. Int. J. Fract. 17, 389e407.
Tvergaard, V., Needleman, A., 1984. Analysis of the cup-cone fracture in a round
tensile bar. Acta Metall. 32, 157e169.
Van Houtte, P., 1978. Simulation of the rolling and shear texture of brass by the
Taylor theory adapted for mechanical twinning. Acta Metall. 26, 591e604.
Zhang, K.S., Bai, J.B., Francois, D., 2001. Numerical analysis of the inﬂuence of the
Lode parameter on void growth. Int. J. Solids Struct. 38, 5847e5856.
